
BLUEROCK Z1 Core Drill Comparison
4” Z1 Handheld 4” Z1 W/S 8” Z1 10” Z1 10” Z1 RB 12” Z1 LRBT/S 12” Z1 T/S

Handheld 
Capable

Stand 
Mounted

Wet & Dry 
Ready

Rolling Base Optional Z1T/S Optional Z1T/S Optional Z1T/S Optional Z1T/S

Tilting Stand Optional Z1T/S Optional Z1T/S Optional Z1T/S Optional Z1T/S Optional Z1T/S

Vacuum 
Compatible

Max Hole 
Capacity 4” Diameter 4” Diameter 8” Diameter 10” Diameter 10” Diameter 12” Diameter 12” Diameter

Weight 
Shipped 22lbs 52lbs 60lbs 68lbs 78lbs 95lbs 89lbs

Speed 2100rpm/950rpm 2100rpm/950rpm 750rpm 900rpm/460rpm 900rpm/460rpm 900rpm/460rpm 900rpm/460rpm

Amps 13 amp 13 amp 20 amp 21.6 amp 21.6 amp 21.6 amp 21.6 amp

Watts 1500W 1500W 2400W 2600W 2600W 2600W 2600W

Voltage 110v 110v 110v 110v 110v 110v 110v

Spindle 
Thread Size 1-1/4” 7UNC 1-1/4” 7UNC 1-1/4” 7UNC 1-1/4” 7UNC 1-1/4” 7UNC 1-1/4” 7UNC 1-1/4” 7UNC

Base Size 
Approx 6.5”x8.5” 6.5”x8.5” 6.5”x8.5” 13”x14” 13”x18” 10”x15”

Z1VB 
Compatible 

(Vacuum Base)

Z1T/S 
Compatible 

(Vacuum 
Integrated 

Base w/Tilting 
Stand)

Z1S 
Compatible 
(Stand for 

4”Z1)

Same Stand
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